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CHAPTER 8C

METAL AND WOOD W NDOWS

8C-01. SUBM TTALS

a. Shop Draw ngs

(1) Check for specifics on each different type wi ndow, as:
(a) Thickness and di mensi ons

(b) Weather stripping

(c) Hardware

(d) Finish/factory primng

(e) Fasteners, anchorage and their conpatibility with
adj oi ning naterials.

(2) Check for the wi ndow schedul e and conpare it with the
schedul e on the draw ngs.

(3) Calculations for anchorage of environnental control
W ndows.

b. Certificates/Labels

(1) Certified test reports on air and water infiltration
thermal conductivity, condensation resistance and |oad tests nust
be provided for environnmental control w ndows.

(2) An Architectural Al um num Manufacturing Associ ation
(AAMA) quality certification |abel on al um num wi ndows and storm
wi ndows may replace the certificate.

(3) Performance certification |abels on wood w ndows
indicate they nust conply with ANSI A200.1 provisions and
requi renents. Do they?
8C-02. MATERIALS

a. Screens

(1) Check steel screens against Steel Wndow Institute
(SW) specifications.

(2) Check al umi num screens agai nst ANSI Al134.1
requi renents.

(3) Look for screens on buildings which don*t have
conbi nati on storm-screen units.

b. Storm W ndows

(1) Must conply with provisions and requirenents of ANSI
A134 . 3.

(2) Check for vertical or horizontal sliding operation.

(3) Is factory painted finish as specified or is alum num
mll finish?
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(4) Check for separation or isolation between steel prine
w ndows and al um num st or m wi ndows.

(5) Check for conpatible fasteners. Those fasteners exposed
must be al um num or non-nmagnetic stainless steel.

c. Mtal Prine Wndows

(1) Al unminum
(a) Miust conply with ANSI A134.1.

(b) Check for certificate on m ni mum condensation factor
when doubl e gl azed. See AAVA 1502.6 for this requirenent.

(c) Check A-A2 of A134.1 for awning wi ndows. Awning wi ndows
are hinged at the top.

(d) For basenent wi ndows and ot her fixed wi ndows check
P- A2.

(e) Check G A2 for casenent w ndows.

(f) Check DH A2 for double and single-hung type.

(g) Horizontal-sliding windows refer to HS-A2.

(h) Projected windows are simlar to awning w ndows but
have a different specification, P-A2. Al sash or projected
wi ndows do not open as with awning type.

(i) Check TH A2 for top-hinged wi ndows.

(j) Vertically-pivoted windows refer to VP-A2.

(k)  Check wi ndow finish for factory painted or anodi zed
treatnent. Check anodi zing for quality and color.

(1) Tenporary protective coating on alum num nust nut be
used on surfaces to receive seal ants.

(2) Steel

(a) Check SW specification for all types; including
basement, casenent, projected, classroom security w ndows and
ot hers.

(b) Check for protective finish; either factory prime coat
of paint on steel or over hot-gal vanized steel.

d. Wod Prine Wndows

(1) Check ANSI A200.1 for general and specific
requi renents.

(2) Wndows will usually be single or double-hung type,
al t hough awni ng, casenent or horizontal -sliding type may be
speci fi ed.

(3) Wod wi ndows shall be factory prined for finish
pai nting.

8C- 2



EP 415-1- 261
1 Aug 92

(4) Check for extra hardware such as sash lifts, sash | ock
or latch and sash pulls.

e. Environmental Control W ndows

(1) These are special alunm numw ndows whi ch have a
thermal - break in the frame and are double glazed with a slat-type
venetian blind between the glass panes.

(2) Check thernal -break for %inch m ninmum separati on.
Barrier at break shall be weatherproof neoprene, rigid vinyl or
pol yur et hane.

(3) Unit shall arrive fully assenbled and gl azed.

(4) Check nornal operation and key controlled operations
required.

(5) Check required finish. 8C 03 | NSTALLATI ON

a. Anchors as specified shall be of conpatible material for
netal wi ndows.

b. Protect alum numw ndow surfaces in contact with
dissimlar materials as required in AAVA 302.9 provisions.

c. Check for unit alignment and pl unbness.
d. Check operation and require adjustnents as necessary.

e. Check for renoval of tenporary protective coating from
al umi num on surfaces to receive seal ant.

f. Check for required performance certification |abels (wood
wi ndows) and quality certification [abels (alunm num w ndows)

g. Wndow cl eani ng anchors may be required. Watch for:
(1) Specified anchor material.

(2) Frane reinforcenent at anchors and additional w ndow
anchor age.

(3) Check requirenment in ANSI A39.1.

h. Check AAMA 1302.5 for forced—entry resistant w ndows.
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